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EAdvantages:

PANTORAPH DISCONNECTORS TYPE 
GSSB

Disconnectors are used for isolation of systems by creating 
in the open position an isolating distance. They are 
appropriate for switching small currents                 or 
currents when no significant change in voltage occurs 
across the terminals. 
Single–column pantograph disconnector type GSSB              
is appropriate for outdoor installations with conductors 
arranged at two different levels. They permit modern 
installation design and do not require much area.  
Optionally each disconnector pole can be equipped with 
an earthing switch for earthing and short-circuiting 
disconnected sections of the substation or plant. 
GSSB disconnectors comply with publication                          
IEC 62271-102; IEC 60694 and most other national 
regulations. They are available for rated voltages from 
72,5 to 550 kV.

Low installation costs, thanks to simple installation 
of the disconnector.

High level of operational safety - perfectly visible 
insulation gap.

Small development area – reduction of investment 
costs.
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Disconnector height (CLOSED)

Distance to suspended contact 

Minimum isolating distance

Width of disconnector (OPEN) 

Height of insulator

Earthing switch (OPEN)

Earthing switch type: 

Dimension

mm

mm

mm

mm

mm

mm

GSSB 123   GSSB 145    GSSB 245   GSSB 300   GSSB 362   GSSB 420   GSSB 550

3490      4370            5995            6945  7475          8165         10055

ASB            ASB              ASB              ASB             ASB              ASB              ASB

3245         4010            5545            6495            6995            7615           9455

1220         1500            2300            2900            2900            3200           3800

1630          2150           2820            3365            3365            3930           4350

1220          1500           2300            2650            2900            3350           4000

1552         1875           2665            3015            3515            3681            4780

TECHNICAL DATA
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Disconnectors are used for isolation of systems by creating 
in the open position an isolating distance. They are 
appropriate for switching small currents                 or 
currents when no significant change in voltage occurs 
across the terminals. 
Single–column pantograph disconnector type GSSB              
is appropriate for outdoor installations with conductors 
arranged at two different levels. They permit modern 
installation design and do not require much area.  
Optionally each disconnector pole can be equipped with 
an earthing switch for earthing and short-circuiting 
disconnected sections of the substation or plant. 
GSSB disconnectors comply with publication                          
IEC 62271-102; IEC 60694 and most other national 
regulations. They are available for rated voltages from 
72,5 to 550 kV.

*       Values in brackets are peak values of power frequency voltage applied to the opposite terminal 
**     As optional extras 
***   Available in 3-pole group with one operating mechanism

kV

kA

kA

kV
kV

kV
kV

kV
kV
kV

kV

A
A

A/V

A/kV
A/kV

kN
mm

kN
kN

A

μV

A/kV
A/kV

4,2-6-6,0
2,0-3,0-3,0

4,2-5,6-7,0
2,0-3,0-4,0

4,2-5,6-7,0
2,0-3,0-4,0

4,2-5,6-7,0
2,0-3,0-4,0

4,2-5,6-7,0-8,75
2,0-3,0-4,0-5.0

4,2-5,6-7,0-8,75
2,0-3,0-4,0-5.0

GSSB 123** GSSB 245 GSSB 300 GSSB 362 GSSB 420 GSSB 550

3150
4000

3150
4000

3150
4000

3150
4000

3150
4000
5000

3150
4000

100/125 100/125/160 100/125/160 100/125/160 100/125/160/200 100/125/160

123 245 300 362 420 550

40/50 40/50/63 40/50/63 40/50/63 40/50/63/80 40/50/63

230
265

460
530

460
530

460
530

520
610

620
800

550
630

1050
1200

1050
1050(+170)*

1175
1175(+205)*

1425
1425(+240)*

1550
1550(+315)*

850
1275

700 (+245)

950
1275

800 (+295)

1050
1575

900(+345)

1175
1760

900(+450)

>80 >16 >190 >190 >270 >335

<1000 <1000 <1000 <1000 <1000 <1000

2 1,5 1 1 1 1

1600/100 1600/200 1600/200 1600/200 1600/300
2400/350 1600/300

50/0,5
0,4/3

80/1,4
1,25/5

80/1,4
1,25/5

80/1,4
1,25/5

80/2
1,25/5

80/2
2/8

80 / 2
2 / 6

80 / 2
3 / 12

160 / 10
10 / 15

160 / 10
10 / 15

160 / 10
18 / 20

160 / 10
25 / 25

6 - 8 - 10
1220

6 -8 -10
2300

6 -8- 10
2650

6 -8 -10
2900

6,0-8,0-10,0-12,5
3350

6,0-8,0-10,0-12,5
4000

4,2-5,6-7,0
2,0-3,0-4,0

GSSB 145***

  3150
  4000

100/125

145

40/50

275
315

650
750

>95

<1000

2

1600/100

50/1
0,4/3

80 / 2
2 / 6

6 - 8 - 10
1500

Disconnector

Rated normal current 
 -  3150 A 
 -  4000 A 

Rated peak withstand current 
of disconnector and earthing 
switch 

Rated short-time withstand 
current 1s (r.m.s) 

Rated power-frequency 
withstand voltage 50 Hz, 1min 
 
 - to earth and between phases 
 - across open switching device

Rated lighting impulse 
withstand  voltage 1,2 / 50μs 
 
 - to earth and between phases 
 - across open switching device 

Rated switching impulse  
withstand voltage 250/2500  μs 
 
 - to earth and across open 
switching device 
 - between phases 
 - across isolating distance  

Discharge inception voltage 

Radio interference voltage 

Inducted current switching 
ability class A ** 
   - for electromagnetic coupling 
   - for electrostatic coupling 

Inducted current switching 
class B ** 
  - for electromagnetic 
coupling 
  - for electrostatic coupling 

Insulator design: 
    - minimum failing load 
    - overall height 

Admissible mechanical terminal 
load:  
    - static and dynamic  
    - static portion 

3- phase breaking capacity 
inductive / capacitive 

Bus-transfer switching ability**

Rated voltage 


