
HAND DRIVE TYPE

HA31-80
The hand drive type HA31-80 are designed for 
outdoor installation and used for the manual 
operation of disconnectors and earthing switches. 
The mechanisms are designed according to the 
publication IEC 62271-102; IEC 62271-1 and most 
other national regulations.
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Length of operating lever
Switching angle of the hand lever
Heating capacity
Heating voltage 

Cross section of internal wiring

Cross section of supply leads
               - solid
               - stranded (with end sleeve)

Dimensions (cubicle) L x W x H

Weight

Degree of protection

Operating voltage
- with rectifier

Admissible deviation from the operating voltage

Rated power consumption of magnet coil

1000mm
190° 
ok. 16 W
60-240 VAC

IP 54 

1.5 mm²

4 mm²

2.5 mm²

20 kg

300 x 155 x 400 mm 

Technical data of blocking magnet

110, 125, 220 VDC
110, 220 -50 / 60 Hz  VAC 

+10 / -15 % 

ok.7 W 
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Motor drive type MT200 are designed for outdoor 
installation and are intended for the electrical 
operation of high-voltage disconnectors and 
earthing switches. Here are the key details about 
them:
The motor drive mechanism is available in two 
versions:
• MT200 (close rotation clockwise),
• MT200-L (close rotation anti-clockwise).
The direction of the main shaft rotation is as seen on 
the top of the drive mechanism. 
The mechanisms are designed according to the 
publication IEC 62271-102; IEC 62271-1 and most 
other national regulations. 

MOTOR DRIVE TYPE

MT200

110/125V DC 220/250V DC

22 A 10 A

3 A

190°

800 Nm800 Nm

1600 Nm

24W - 230V AC

6 A

15 A 7 A

190°

6-10s 6-10s

1600 Nm

24W - 230V AC

60 kg 60 kg

Rated Voltage

In-rush current 

Rated current

Max. current

Angle of operation 

Operation time

Rated torque

Maximum torque

Heating Element 

Weight (max.)

The motor drive mechanism has been designed, tested, and approved      
in accordance with the IEC-62271-102 specification.
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