
CENTRE-BREAK DISCONNECTORS TYPE

SSBII 
Disconnectors type SSBII are used for isolation of 
systems by creating an isolating distance.
They are appropriate for switching small currents or 
currents when no significant change in voltage 
occurs across the terminals. 
The main blade consists of a U-shaped profile, in 
which the main contacts and the rotating contacts 
are installed.
The rotating contacts consists of a silver-plated 
copper pin and a bronze housing. Silver-plated 
bronze balls, which are pressed against these two 
parts by means of a stainless steel spring, ensure 
that the current is transferred from the pin into the 
housing. This contact construction is sealed and 
maintenance free.
Each contact finger is provided with stainless steel 
springs to ensure reliable contact pressure.
The contacts are self-cleansing, which makes the 
disconnector suitable for installation in areas with 
severe climatic conditions. Depending on the 
voltage rating, anti-corona shields will be provided.
The SSBII disconnectors comply with publication IEC 
62271-102; IEC 62271-1 and most other national 
regulations.

Long service life of the disconnector 
thanks to the closed bearing housing.

Possibility of installation in places with 
difficult climatic conditions, due to 
self-cleaning contacts.

Large contact surface, ensuring the 
reliability of the system.

Advantages:
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Voltage (kV)
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72.5 123 145 170 245 300 362 420 550 800

770

1195 

900 1400 1650  1850  2600 2800 3500  4000 4400 

1645 1925  2125 2805 3155  3655 4215 5085

1220 1500 1700 2300 2650 3150  3650 4400

250

485

500 1000 1250 1450  2000  2200  2800 3300 3700

1190 1685 1965 2165  2740 3090  3590 4190 5150

750 875  1040 1440  1540 1950 2205 2450

700 825  925 1300  1400 1750 2000 2200

200 200 200 200 300 300 350 350 350
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• 1600 A/80   kA peak - 32 kA/3sec.
• 2000 A/100 kA peak - 40 kA/3sec.
• 3150 A/125 kA peak - 50 kA/3sec.
• 4000 A/160 kA peak - 63 kA/3sec.
           200 kA peak - 80 kA/1sec.

Rated Voltage 72.5 123 145 170 245 300 362 420 550 800  

325 550 650 750 1050 1050 1175 1425 1550 2100

375 630 750 860 1200 1050 1175 1425 1550 2100

+170 +205 +240  +315    +455

140 230 275 325 460 460 460 520 620 830

160 265 315 375 530 530 530 610  800  1150

850 950 1050 1175  1425

700 800 900 900  1100

+245 +295 +345 +450   +650
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*  Values in brackets are peak values of power frequency voltage applied to the opposite terminal 
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Lightning Impulse Withstand Voltage

- to earth

- across the isolating distance

Power frequency withstand Voltage
- to earth
- across the isolating distance

Switching Impulse Withstand Voltage

- to earth

- across the isolating distance

Current and Short circuit ratings


